
/

VI. Materials
-_'" ENGINEERINGMECHANICSDIVISION

, N67-29147
, A. Carbon and C_rophile, D. e Fischbach showed that deformation occurs at approximately con-

stantvolume to at least 20e_ elongation. During stage I
1. TensileDeformation DimensionChanges the width of the gage section (parallel to substrate)

Althoughbrittle at ordinarytemperatures,carbonsand increasedslightly, while the thickness(perpendieu]_lv to
graphites exhibit considerable plasticity at high tempera- the substrate) decreased rapidly, consistent with layer
tures. An investigation is being made of the mechanisms straightening. During stage II, the width and thickness
of plastic deformation which are responsible for this appeared to decrease at approximately the same rate as a
high-temperature plasticity. Currently, attention is being function of elongation 1(Ref. 1).

_, directed to the deformation behavior of pyrolytic and
_ vitreous carbons. Recent precise data on the gage-section:_ More precise measurements have now confirmed these

dimension changes which accompany high-temperature_ early results and revealed some significant details which
tensile deformation parallel to the substrate in pyrolytic were not apparent earlier. The better quality of the new
carbon have provided some significant clues to the nature data resulted from the use of ink-line fidueial marks and

-' of the active deformation processes, other improved techniques reported earlier (SPS 37-43,
Vol. IV, pp. 121-125). The reduction in cross-sectionalIt had been found that the tensile deformation of
area as a function of uniform gage elongation is shogua in

as.deposited pyrolytic carbon stressed parallel to the sub- Fig. 1. The solid-line curve was calculated on the assump-
, strate occurs in two stages 1(SPS 37-33, Vol. IV, pp. 75--81). tion of constant volume. The data for pyrolytic carbon
_ Stage I is characterized by straightening of the initially (circles) show that during stage I the volume of this
._ wrinkled layer planes, and is accompanied by crystallite material decreases (densification). During stage II the

growth and the development of layer-plane stacking volume remains constant, about 9% less than the initial
_ order (graphitization). At the end of stage I, after about volume. This observed volume decrease is accounted for
_ 10% elongation, the sample gage section is well graph.

itized and highly oriented with the layer planes aligned 'Flschbach,D. S., and Kotlensky,W.V., "On the Mechwlsm of
closely parallel to the stress axis. Stage II deformation High TemperaturePlastic Deformationin PyrolyticCaurbom,"
occurs in this highly oriented graphite. Earlier results EleclmchemlcdTechnologv,to be published.
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, Fig. 2. Changein cross-sectiondimensionsas a
by the 2% decrease in interlayer spacing, measured by functionof tensileelongationfor pyrolytic
x-ray diffraction, which accompanies graphitization. Initial and vitreous carbons at 2500--2900"C
results on vitreous carbon (rquares) show that some

volume increase accompanies tensile deformation in this The observed isotropy of dimension changes in pyrolytic
material, carbon stage II deformation has significant implications

for the deformation mechanisms and associated processes
The changes in gage-section width and thickness with such as diffusion. If deformation occurs primarily by a

elongation are shown in Fig. 2. Stage I is completed at 8% dislocation mechanism, then slip must occur with equal
elongation with a width increase of about 8.2% and a ease on prism- and pyramid-type planes. If Nabarro-
thickness decrease of 12% in this particular carbon. Herring diffusion mass transport is the dominant defor-
One-sixth of the thickness decrease (2%) may be attrib- mation mechanism, as suggested by current studies on the
uted to graphitization, while the rest of the change in stress dependence of the creep rate (SPS 37-43, Vol. IV,
thieknes_ and all of the width increase must be attributed pp. 121-125) then diffusion transport of atoms from the
to layer straightening. The solid lines in the stage 1I layer plane face and edge sides to the edge ends of the
region were calculated on the assumption of isotropie crysta!!ites must occur at the same rate. From this it may
(width and thickness decrease at same rate) constant be inferred that there is little difference in diffusion rate

volume deformation beginning at 8.0% elongation. With- parallel and perpendicular to the layer planes. More
in the precision of the data, the results for pyrolytic carbon information on deformation and diffusion mechanisms in

agree very well with the expected behavior of an isotropic . graphite is required to determine the true significance of
material! The results on vitreous carbon show that it also these results.
deforms isotropically, but not at constant volume, con-
sistent with the reduction in area data. This behavior is

2. SomeBendingand _inking DeformationEffects
expected for vitreous carbon, which _aasa maeroscopic_lly
isotropic porous structure. Isotropic deformatio, hi plro- It is well known that graphite will deform by kinking
lyric carbon is quite unexpected because the structure is and twinning under compression parallel to the layer
highly anisotropic. The chpnges in gage-section length planes. In a twin, the layer planes bend sharply through
and width occur parallel to the layer planes; changes in a crystallographically prescribed angle along a crystal-
thickness occur perpendicular to the layer planes. Most lographically prescribed direction. A kink, as used here,
properties of graphite differ greatly parallel and perpen- is similar but the angle and line of bend are not crystal-
dicular to the layer planes, lographicslly determined. More gradual bending is also
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observed. Kink bands and bending are easily visible in of the gage region of a deformed sample. (The location
polarized light micrographs of sections normal to the and orientation in the specimens of the micrographs in
layer planes because of the sharp change in layer-plane Figs. 8--6 are shown in Fig. 7.) The tensile stress was
orientation in the kink or bend. In the course of an normal to the plane of the figure. The laver plane orien-
investigation of the mechanisms of tensile deformation tation is parallel to the cleavage and delamination cracks
m pyrolytic carbon parallel to the substrate, several (the sample cleaved into two pieces during preparation).
interesting varieties of kinking and bending deformation Throughout most of the cross section the layer planes are
have been observed. All are incidental to the gage-section horizontal, but in wedge-shaped regions in the comers
tensile deformation, the planes are bent 28--47 deg away from the horizontal

(the lower left comer is dark and cannot be distinguished).
Frequently, the layer-plane faces of highly elongated This peculiar phenomenon has been traced to adherent

(> 10%) tensile specimens have bent-up ridges along deposits of evaporated carbon from the graphite heater
the edges, especially in the throat regions. Fig. 3a shows which condense on the specimen edges, especially near
a polarized light micrograph of a transverse cross section the grips (Fig. 3b). Deposits are not usually observed on

the specimen faces; evidently the evaporated carbon
does not adhere to layer-plane surfaces. X-ray diffraction
showed that these deposits were well graphitized but ran-

.... - _ domly oriented. The thermal expansion coefficient of the........... _""_ '_ deposited carbon would be expected to be < 4 X 10-6/°C;/
, T _'b'.LI the expansion coefficient of the highly oriented pyrolytic

" _:.l _ gage section, perpendicular to the layer planes, is about
' ...........; t, 28 × 10-_'/°C. Therefore, on cooling from the 2600-2900°C

• i_-...... ---._. _| test temperature a considerable stress is developed per-

' ....... ___ _lg pendicular to the layer planes on the specimen edges.
"_......... - .--.a-:-_..'__I This stress is relieved by kinking and bending as shown
i • _'_ schematically in Fig. 8c (lines represent layer planes;

ilmmm-_-,--_ shaded area is carbon deposit). Carbon deposition can
be eliminated or greatly reduced by using shields of
flexible pyrolytic foil held in close contact with thd

specimen edge surfaces by carbon yam ties. When thisis done, kink ridge formation is correspondivgly elim-
-_ ._: INK LINES #-BENT-UP inated or reduced.

- // EOGES
....._± In specimens tensile-deformed in the as-deposited

,. _,..- - ". ._:.-_ condition, there is a rather sharp gradient in microstruc-
/ ...............:-,-, ture and deformation-induced dimension changes in the

I[_." '"_ Z_CA_ DEPOSlT throat regions at each end of the gage section. In the gagesection the material is highly graphitized and very well
oriented with very straight layer planes. In the butt and

(c) grip portions, the turbostratic, wrinkled sheet structure

_ _ _ ,,_ of the as-deposited carbon is largely retained. Narrow

kink bands inclined 45--60 deg to the stress direction are
--_ -'_ often observed in longitudinal sections (normal to sub-

strate and parallel to stress) of the throat region. An

HOT COOLING unusually good example is shown in Fig. 4a. More often,
a number of short kink bands terminating at the speci-

Fig. 3. Bent-up edges on tensile-deformed pyrolytic men surfaceor ondelarninationcracksare seen(Fig. 4b).
carbon: (a) transverse crosssection of gage region Kink bands have not been observed in transverse sections

showing bent edges 140X ); Ib) evaporated carbon of the throat region, or in either transverseor longitud- '
deposit on sample sides in throat region and inal sectionsof the uniform gageregion. Evidently, the i

bent-upedges (approximately4 X ); (c)sche- kinks in the throat help to accommodatethe structure ,
matic of bent edge formation and thicknessgradient which occursthere. They may ,I

I
JPL SPACEPDOGRAMSSUMMARY 3F.44, VOL. IV 67 i

l
....... ................. ,,, !

.................... ,,,,,
i ii

1967019812-079



_i_ _V _*_._.:_:__;-;_ • _

' _1 _;_|_ _!_ .';' :_ _ -* "_\ Fig. 4(0). Kink bands in throat region of

_i_l_ :_,_. _; . tensile-deformed pyrolytic carbon;
_:_|_.._Jl_. _ i ". _ _ .... '% long kink in structure and

• .__ ;_. _._ ._&_,_\_ _:_ • _ __ thickness gradient (40 × )

• . ]1_1_" ,

P_

#

ie

"_ "4_ I _..- :.-.

/"

Fill, 41bl, I_ink bands in throat _lllon at tensile-
detormed pyrolytic carbon; smaller kinks

te_inatinll at external or crack su_;u Fill, 5, Structure al grip Interface (at dllhtl et t_sile-
in another specimen (50 X ) deformed annealed pyrolytic carbon (40 X )
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m .

,/

/,,_, _,. _ Fig. 6. Grip section slructure in annealed pyrolitic car-
._ _:._,_:_ bon specimen tensile-deformed with ends clamped
", .:._. normal to substrate plane: (a) transverse section

, -_ , _ ,,_t_:: normal to grip interface, adjacent to grip at right,
/ "'_ _ , - '" .... near centerline of sample at left (40X); (b)

•, _ "'4 ,_) *,_"";" longitudinal (parallel to tensile axis) section' ,*_£'_" of grip portion of specimen (40 X )
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,.----BUTT----P_--GRIP---P'_-THROAT-_",_------GAGE-_-_different appearance, as shown in Fig. 6b. The contrast
here evidently results mostly from varying inclination of
the layers to the plane of the section. These microstruc-

I/_ _, tures resulting from parallel compression of annealed

pyrolytic carhon are unusual and do not appear to have

TENSION _ heen observed before.
CLAMPING

(FIG.60NLV_v7 _-_----_1_ q These examples iiiustrate the common occurrence and
A/'_',,_zz::_'z_ z/lltjll ) wide variety of layer-plane kinking and bending in the

_b'6_/_-''-'_ _ ._._ deformation hehavior of graphite. More detailed miclo-

[_ / structural investigation will be needed beforc thi_ type of
deformation and its relationship to other deformation

FIG. 30,C mechanisms is fully understood.

"" _-'-FIG 4
J COMPRESSION"_ " B. Pure Oxide Ceramic Research, M. H. Leipold

Fig.7. Locatiohand orientationin specimensof The problem of nonhomogeneous distribution of im-
microstructuresin Figs.3-6. purities in ceramic oxides was reported previously (SPS

37-34, Vol. IV, pp. 85--87 and Ref. 2) to be a severe

also be associated with bending produced by the slight problem and likely to have a significant influence on the
bow in the substrata "plane" which is characteristic of behavior of polycrystalline oxides. The previous results

pyrolytic carbon deposits, did not clarify the mechanism of segregation, and further
, work has been completed to investigate the driving force

When pyrolytic carbon which has been annealed at for this impurity segregation.
2900°C for 1 hr under 100-psi stress normal to the sub-
strate is tested in tension, most of the recorded elongation The materials, techniques, and equipment are all iden-
results from massive kinking under the compressive tical to those indicated in the reports cited above. The
stress parallel to the substrata which is developed in the only difference introduced was use of varied specific
grip region (SPS 87-43, Vol. IV, pp. 121-125). A polarized cooling rates. Two specimens were cut from the same
light micrograph of a cross section of the grip region pieces of both Fisher M300 MgO and JPL MgO. They
normal to the radiused grip surface is shown in Fig. 5. were held in air at a maximum of 2,000°C for ½ hr. The
Material has been extruded laterally and large diagonal slowly-cooled specimens were cooled at a rate of 50°C/hr
kink bands developed adjacent to the grip surface (at to a maximum temperature of 1200°C. At this tempera-
right). However, a short distance from the grip surface ture diffusion rates are too slow to permit additional
the microstructure is the same as in the as-annealed atomic redistribution in these materials. The quenched

sample (left edge of Fig. 5). If the specimen is tightly specimens were dropped from the furnace chamber at
clamped laterally (on and perpendicular to the substrate 2,000°C approximately 3 ft into a beaker of distilled
faces), using shims in the grips (SIS 87-48, Vol. IV, water. The cooling rate was such that interior color was
pp. 121-125), extrusion is inhibited. A pattern of "flow no longer visible after approximately 3 see. Random walk
lines" parallel to the radiused grips on .'he sample grip calculations indicate that movement of calcium is less
region faces shows that deformation effects extend across than 0.1 _, for this cooling rate.
the whole width of the sample. A cross section normal
to the grip surface (Fig. 6a) shows large kink bands near Fig. 8 shows the results for calcium (Ref. 3) distribu-
the grip surface (at right) and an unusual chevron-like tion in relatively large areas (0.11) mm') of two Fisher
microstructural pattern which extends to the eenterline M300 MgO specimens that are identical except that they
of the specimen (at left). This latter pattern suggests a were cooled at different rates. The large amount of seg-
polygonized structure with straight orientation-change regated calcium in the slow-cooled specimen shows that
boundaries approximately perpendicular to the layer the movement to the grain boundary occurred primarily
planes. There is little delamhuttion cracking. When v/ewed upon cooling, although small amounts of segregation did
in a d/rection approximately normal to the compression exist in the quenched spechnen. Similar results for sil/con
d/reetion (longitudinal section) near the center line of (not shown) were obtained. Distribution of iron and
the specimen gr/p region, the mierostruchn_ has quite a alum/hum was sought but not found. The results for the
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higher purity JIlL materials were similar, but were less are located along the grain boundaries, and were not
obvious because of lower total concentration, optically discernible as second phase. The existence of

these impurities in solution in the quenched specimen

Fig. 9 shows calcium and silicon distributions at higher could be a result of true quenching or merely lower seg-

magnificatioll in the slowly-cooled Fisher material. These regated quantities. Consequently, effort was made to find ,

results are similar to the previously reported work, locations having the same concentration of impurity exist-
although less severe because of the lower re-heat tern- ing as second phase in the slowly-cooled specimens, and

per_ture (2000 vs 2200°C). Note that the segregated in solution in the quenched specimens. This effort was

impurities are generally evident as a second phase and not successful, so true quenching of impurities into solu-
largely at triple points, tion cannot be claimed.

Fig. 10 shows one of the infrequent segregated regions The difference in behavior between quenched and

in the quenched specimer,. Note that here the impurities slow-cooled specimens helps considerably to understand

AIIOll

Fill.9. Impu_lydts_bv*i,n inIqslmrMIOO_ c**led at SO*C/br
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Fig. 10. Impuritydistributionin quenchedFisherM300 MgO

the nature of the segregation. The fact that it occurs and JPL, a preliminary investigation of the available
during the cooling cycle invalidates an equilibrium seg- materials for entry into the Martian atmosphere from
regation mechanism as the primary factor. Although orbit has been begun. The firstphase of this investigation,
differences in energy may still exist for an imp'a'ity at _. out-of-orbit ablation screening, is now complete. This
normal lattice site when compared to a grain boundarv phase consisted of a series of 3 test conditions (Table 1)
location, this cannot be the primary factor. Rather, a simulating the expected Martian entry environmen" f,'om
mechanism of the type proposed by Westbrook _, et al out of orbit. The tests were done by Mr. R. Pope of Ames
(Refs. 4 and 5) is supported. They propose that as the Research Center on materials furnished by ]PL.
number of equilibrium thermal vacancies in the lattice
become excessive during cooling, these excess vacancies The test data on these 23 materials are shown in
migrate to the grain boundaries carrying impurities with Table _. The hack-surface temperature and the mass of
them. The vacancies are absorbed into the grain bound- material lost were thought to be sufficient test information
ary leaving the impurity atoms effectively trapped, for this early screening activity. There were some side

C. Heat Shields for Out-of-Orbit Entry Into Mars, Table I. Test conditionsfor out-of-orbit ablalian ;
R.G. Nagler screeningactivity

Under the auspices of an informal Inte_center Vol/ager ¢_ _ s,mm _.,d
Heat Shield Coordination Croup with representatives _e_ _n,_, _, P'_' hm_, I

from Ames Research Center, [,angle), Research Center, c_ I_l_ _c I_llb em I_l_ i

'We_b_rook,J. H.. "ImpurityF.HectsM Grain Boundariesin I IS 1t_00 0.0; ISO0

Du_ Creme Soclm_, eris_l, july l_eB (to be pub- _ so 600o o.ot _soo "*
lUhed).
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Table 2. Preliminaryresultsof ablatio, screeningat Ames Resea,chCenter
for Voyager-Mars out-of-orbit missions

Density p, Weight px, Temperature rise at back sudace, °K Total m(_s_loss, %
Motorial Ib/ft' Ib/ft:

q=15 _ q:30 _ q=SO" q= 15" q:$O" q: 50"

Armstrong cork 27,55 31.2 2.0 41 32 31 ! 1.33 12 ;.;5 11.72
31.2 1.0 56 46 37 20.3 22.9 21.4

Armstrong cork 2755 (sterili_red) 26.1 2.0 44 36 23 11.39 12.94 12.47

GE I OU4AP 33.0 2.0 92 75 64 4.85 ,5 .,'_ 4.80

I GE 1004AP (sterilized) 30.5 2.0 ,_9 61 52 3.9? $.u, 4.69

GE ! 004AP (low density) 22.2 2.0 57 ,54 44 3.68 4.77 ,5.48
22.2 1.0 i 37 13,5 11 I 4.6 8.6 9.8

Hughes phenolic nylon 36.0 2.0 80 ,56 42 9.33 10.70 10.93

Avco .5026-39 (with HCG) 33.3 2.0 77 .56 49 9.92 10..50 9.a_

Avco Mad .5 (purple blend) 42.4 2.0 81 72 62 6.78 7.67 6.67
42.4 1.0 141 118 103 I 1.4 1.5.3 14.3

McDonnell B4.5 RF(without HC) 40.3 2.0 98 70 6'_ 6.16 7.38 6.23 ,_

MrDonnel_ S4.5 RF (with HC) 37.2 2.0 77 71 63 7.23 7.14 .5.84 •

High density teflon 137.0 2.0 240 ! 76 141 10.65 20.$8 18.46

Avco `5026-99 24.3 2.0 .51 40 29 8.1 8.3 7.,5
24.3 1.0 86 71 `5`5 13.`5 17.6 16.11

Avco foamed teflon 46.8 2.0 68 ,50 4C 22.,5 23.9 20.8 :

Avco foamed toflon 33.7 2.0 49 37 30 2.5.2 24.8 22.1

Boeing polyborazole 34.9 2.0 $ 2 41 42 I I. I 12.3 2 I. I

Avco `5026-39/p8 33,3 2.0 6,5 .56 48 9.4 9.,5 I 0.O

Avco M_d 7 42.4 2.0 87 69 64 7.6 8.1 7.8

Avco Mad 20 42.4 2.0 75 62 `58 8.6 9.1 8.5

McDonnell IJ 4611tF 36.5 2.0 JJ3 64 52 `5.9 6.0 6.3

McDonnell IJ-47RF 2,5.2 2.0 53 40 35 9.4 12.3 9.4

AvcO high cork "-3.3 2.0 47 32 28 9.1 10.4 10.0

Lockheedquartz fiber 13.$ 1.0 79 58 `52 0.6 0.6 I. I

Martin SLA-561 13.5 1.0 62 51 42 11.3 12.0 1I.I

Icl,mceld-wallkeetlngrate, |tu/ft= mc

- i
heating effects _ue to the small size of the models micro level. Third, sterilization is apparently somewhat |
(1.25-in. diameter), but these negative effects were similar beneficial since it drives out low-mole_.'ular-weight 1for all tests and should not affect the relative pedormance interstitially-a[_sorbed fluids, lessening the composite
of the various materials sig_lle_tly, conductance by more than can be e_lmed by weight

loss alone. Fourth, foamed plastics _._.t.._.uttlll_ may be
Sevel_l fairly obv;ous conclusions can perhaps be an era with sign'.dlcantfuture application since foamed

drawn from Table k First, low density is desirable. The teflon, which compares favorably with the more exotic
lower the density, the lower the thermal conductance, composites, has one of the higher con:iuctances of any
and, therefore, the better the insulation capacity. Second, pure plastic.
the use of cork as a filler appears to provide the lowest
,"mnpos/te conductance. Cork is the only material avail- A plot of the temperatsu'e rise at the back surface
able wh/ch exists in the form of hollow polygons on the versus demity is shown in Fig. 11. For the out-of-o_t
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,oo more points show a trend which indicates the improve-

ment in insulation capability which might be possible if

homogeneous samples could be achieved in even lower

<> densities. Every material has a minimum density into

O which it may be fabricated in a homogeneous form. This.x so
El O minimum is based on the limitations in the fabrication

(.3

tPchniques used to form it into a sample.a:
o_

v [3
o Z_ _ An example is shown with the teflon lines drawn on

,, eo Fig. 11. For its density, foamed teflon appears to be the
4 most efficient material in the figure. The lowest density,

-_ though, is presently the lowest available using the given

"' _ /_ o processing method. Hence, the fiat extension of the linea. O
,o across the figure to the zero Jensity line results. Any

'.'= t( material which is below this line for either heating rate,
d=E or which can be hypothesized to be below this line in

_- those lower density versions which could be realistically

I O I assumed to be fabricable, is worth investigating further=E

2o _NmALSAM_E WEIGHT-2tb/ftz for the out-of-orbit entry mode. Those materials in the¢I
_E 0 HIGHCORK '_ FOAMED TEFLON

FOAMEDSILICONE $ FOAMEDPOLYBORAZOLE figure which meet this criteria are primarily materials
El SYNTACTICEPOXY I> SYNTACTICPHENOUCNYLON high in cork (greater than 50% ). A wntactic epoxy foam
O SYNTACTIC SILICONE _7 SlNT[RED QUARTZ FIBER ="

UNFLAGGEDPOINTS-15 Btu/ft 2 sec FOR IOOsec material, one variety of foamed silicone elastomer, foamed
0 FLAGGEDPOINTS-50 etu/ft _- see FOR 30 see polyborazole, and perhaps the sintered quartz fiber are

o 2o 40 6o so also somewhat competitive and warrant some further
DENSITY.Ib/ft 3 consideration as candidate materials for the out-of-orbit

Fig. I 1. The effect of density on the insulation capability mode of entry into Mars.
of various candidate material systems for

out-of-orbit entry into Mars Other activities, presently in process, as part of the

cooperative efforts of the lntercenter Voyager Coordina-

entry use, where the heating loads are small and where tion Group, are sterilization and transit environment
the insulation capability is the single most important screening, an investigation of ablation processes in the

concept, this figure is somewhat meaningful. The lowest direct hyperbolic entry mode into Mars, and the relative

value, regardless of density, represents, of course, the RF transparency before and after ablation of the better
most efficient insulator. On the other hand, if more than heat shield materials from the above tests. The rest, .; of

one density of the same material is available, the two or these activities will be reported as they become available.
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